
Lliça Kraft Jan-15

Multilayer kraft back board 

Recto couché, interieur et verso Kraft

Specification unit Tolerances 175 220 235 255 290 315 350 380

Caliper / Epaisseur µm ± 5% 260 370 405 445 500 540 600 665

Stiffness/ Rigidité (Taber-CD) mN.m ± 15% 2,1 5,7 7,3 9,6 12,8 16,2 20,4 24,5

Stiffness (Taber- MD) mN.m ± 15% 4,4 12,0 15,3 20,2 29,5 37,4 46,9 56,4

Substance / Grammage g/m2 +3%/-5%

Burst strenght Kpa 630

Brightness / Blancheur C/2, % min 78

Moisture % ± 1 7.0 7.0 7.5 7.5 8.0 8.5 9.0 9.5

COBB 60 g/m2 Top/Back

Scott bond J/m 2 min 100 175 175 200 200 200 180 180 180

Edge wicking g/mm.m max 1.0 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

SCT MD kN/m 4.0

Robinson test <1 for on year stored under normal conditions

Layer 1 Double coating

Layer 2 Bleached chemical pulp

Layer 3 Unbleached chemical pulp and CTMP

Layer 4 Unbleached chemica pulp
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